SR-P200 has a built-in high-precision & high-
performance PTZ system, HD day zoom

camera and night thermal imaging camera and

a rugged housing which can work in bad weather.
This smart equipment can detect the target auto-
matically and track it in conjunction with sensors,
radars, etc.. This equipment will play a role as
important equipment for borders, major facilities
as well as the coastal boundaries.

[Day Color Camera] [ Thermal Camera]
-HD Zoom Lens/HD Camera - 25~225mm Continuous Zoom
- 2X, 4x E-Zoom
/ - 640x480 Pixels Uncooled

Boat 32XZoom

Wide Narrow

[Azimuth] 360° Endless, 60°/sec
[Elevation] -50°/+30°, 30°/sec

- Image Stabilization

- BIT (Built In Test)

- GPS & Digital Compass(Option)

- Fog Image Enhancement(Option)
- Auto Detection & Tracking (Option)

m Auto Detection & Tracking (Option)
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Mid Range
Thermal PTZ Camera

002d-dS

ITEM SR-P200
Spectral Range Uncooled, 8 to 14pum
Resolution 640x 480
Focal Length 25t0 225mm
F Number f/0.8/f1.3 Zoom
Field of View 24.2° ~ 3.0°
Optical Zoom ox
Digital Zoom 2X, 4x
Pixel Pitch 17 um
NETD <50 mK
Video Format NTSC/PAL
Thermal Camera Frame Rate 60 Hz (30fps)
Focus System Manual /Motorized Manual

Noise Reduction, Edge Enhancement,

Image Processing Sharpness, AGOC, AGC, AOC, AGC RO

Detection Range 4.0 km
Human Target* 5.5 km
NATO Target**

Recognition Range
Human Target* %é m
NATO Target** '
Sensor Type 1/2.8inch CMOS

1920(H) x 1080P(V), 1280 X 1024,
1280 X960, 1280 X 720P
ColorCamera 4.44~142.6mm,

Image Resolution

Focallength 32x Optical Zoom, 16x Digital Zoom
FOV H62.8 °(Wide)~2.23 °(Tele)/
V 36.80 °(Wide)~ 1.26 °(Tele)
Laserwavelength 1.5um, eyesafe
Laser Range Finder Detection Range 10km for2.3x2.3m Nato Target
(Optional) MeasurementRate 0.2,1, 4,10 Selectable
Accuracy 0.5~15m
L?(s):rtil::‘l:lt)er Laser Type Green Laserfor Designation
Controller Type Panel MountController
. Display 10.2"Touch LED
C°"t’°"(‘gl’agg§:‘)t'"gs’w Interface RADAR, GPS, Ethernet, RS232/RS422
Features Bm!t-ln-Testz Stgblllzatlon Select
Real-Time Monitoring, Network Control
Dimension 690(L)mm x697(W)mm x357(H)mm
Weight 32 kg
Pan Range 360° continuous
Tilt Range -60°~+90°
Pan/TiltUnit Max Speed Pan : 60°/s, Tilt : 30°/s
Power Requirement 220VACor22 -34 VDC, 500W
Operating Temperature -20°Cto + 55°C
Environmental MIL-STD-810G
Auto Tracking Auto Video Tracking (Optional)
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